PLATINUM SERIES INDIGO

Be surprised!

Water Proof Polymer Putty

PRODUCT DESCRIPTION

Indigo Waterproof polymer putty based on white cement and
special silicone additive is designed to repel water. It is suitable
for interior and exterior application and provides

a smooth finish with improved adhesion for long lasting life of the
topcoat.

Damp Resistance : Cured surface shows excellent water repallance properties.

Anti Efflorescence: Enhanced anti effloresecne property that protects the substrate for longer.
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PLATIINUM SERIES

TECHNICAL DATA

Coverage 1.6-1.8 Sgm/kg in two coats
Drying Time 6-8 Hrs
Water Absorption, Kastern TubeFlash point  <0.5 ml.(6 hours) @30°C

Sheen Level NA
Flash Point NA
Stability of thinned Paint NA
Appearance NA
Solids NA
Specific gravity NA
Recommended DFT NA

Viscosity @25°C by Stormer Viscometer NA

Pot life NA

Shelf life 12 months *Practical Spreading Rate will vary from the
quoted Theoretical Spreading Rate due fo

Contrast ratio NA factors such as method and condition of

application as well as surface roughness.

PRECAUTIONS POST APPLICATION INSTRUCTIONS

1. For fresh wall allow 28 days for curing before application. It is not recommended to sand / rub
2. Dry and absorbent surfaces should be moistened with
sufficient quantity of water. 3. It is recommended to use )
mechanical stirrer for uniform mixing. Always prepare required with rough emery paper.
quantity and use within 2-3 hours. 4. It is not essential to This tends to break the polymer
sand/rub the surface, however in order to remove unevenness
gently level the surface with abrasive paper greater than grit
no. 500. 5. Any seepage or efflorescence on the wall, should properties.
be treated before application of waterproof polymer putty.

AVAILABLE PACK SIZE SHADE RANGE

Available in:

Indigo Waterproof Polymer Putty strongly

layer, which decreases water repellancy

White

20 Kg 40 Kg

INDIGO

For more information on our products and services contact 02931 281 162 or visit us at www.indigopaints.com
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